
OUTDOOR LIGHTING38

JANUS I LED
Light fitting for parking areas, roads and outdoor 
areas.

The body of the lighting fitting is made of aluminium 
alloy, the diffuser is made of PC.
The lighting fitting can be controlled by DALI, it is 
also equipped with surge protection up to 10kV.

50.000 hours, L70B10

DALI, 1-10V
light sensor

*Adding the designation e.g. WR1 (e.g. 494 08 04WR1) the light fitting will be produced with WIDEROAD optics.

USE

TECHNICAL 
DESCRIPTION

LIFETIME

CONTROL

Type Power input [W] 
/Luminous flux [lm]

Luminous efficiency 
[lm/W]

Colour temperature
[K] CRI Weight

[kg]
Dimensions 

d x š x v [mm]

494 08 01 20 / 2600 130 2700, 3000, 4000 >70 2 478 x 166 x 81

494 08 02 30 / 3750 125 2700, 3000, 4000 >70 2 478 x 166 x 81

494 08 03 50 / 6250 125 2700, 3000, 4000 >70 2,2 478 x 166 x 81

494 08 04 70 / 9000 128 2700, 3000, 4000 >70 3,1 507 x 203 x 88

494 08 05 90 / 12000 133 2700, 3000, 4000 >70 3,1 507 x 203 x 88

494 08 06 120 / 16000 133 2700, 3000, 4000 >70 4,0 570 x 256 x 88

494 08 07 150 / 20000 133 2700, 3000, 4000 >70 4,0 570 x 256 x 88

Ta
-30°C ÷ + 50°C

50 000 h
L70B10

50 - 60 Hz

100-240V AC 494 08 01,02,03
200-240V AC 494 08 04, 05, 06, 07, 08

IP66

IK08


